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INDUSTRIAL LINE

COMPRESSOR COOLING

» APPLICATIONS

Cooling Fans for Compressors

With the Compressor Cooling Line, punker supplies some of the world’s
most energy-efficient and at the same time most economical fan wheels for
compressor cooling. Specially developed for cooling screw compressors,

the fan wheels deliver a high volume flow with a very compact and robust

design. Thus, the Compressor Cooling fan wheels enable a space-saving

system design even at very high speed and switching frequency. Thanks

to the good acoustics of the fan wheels, insulation material can be saved

depending on the unit design.
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»

COMPRESSOR COOLING

SPECIFICATIONS

» TECHNICAL DATA

* Material: aluminum, steel powder-coated

* Direction of rotation: clockwise (R)

* |Installation Type: free blowing

* Design: single flow

*  Mounting: Taperlock hub system

e Temperature range: -20°C to +80°C

* Durability through cycle fatigue testing

* Half key balance according to ISO 21940-32
(applies to hub-execution only)

* Balance according to ISO 21940-11

»  Compatible with various AC/EC motors 50/60 Hz

» NOTE

¢ Perform installation and start-up checks

e Designed for continuous operation S1

¢ Balance check with possible trim balance is
recommended

e Checking frequencies necessary, system resonant

* |Installation and start-up should be carried out
by quadlified personnel only
*  For technical information please refer to fan wheels

data sheet 0.0.0.01/0.0.0.02

*  Use this fan wheel only with the corresponding

4

frequencies must be avoided inlet cone
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COMPRESSOR COOLING

DIMENSIONS

© DO

Direction of rotation example: suction

side view: clockwise rotation (R)

FAN WHEEL TYPE EXPLANATION

Dlight AWL 500 X 140
Series Diameter D2 Width B2
Blade Geometry (A = airfoil; L = laminar)
v Joining Method (W = welded; T = tabbed)
Material (A = aluminum; S = steel; E = stainless steel)
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COMPRESSOR COOLING

METRIC DIMENSIONS
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Fan wheel dimensions Himensions” For derais e shess 5.1.391..01
D2 B2 @DA @D0 B4 @dmin Bdmax h1 u Al
Type* Type
mm mm mm mm mm mm mm mm mm mm
Dprime AWA 315x94,5 315 94,5 360 2221 141,2 14 42 ED11 315 50,8 32 188,8
Dlight AWL 355x100 355 100 404 250,3 151,7 il 32 ED11 355 59,4 36 207,5
Dprime AWA 355x106,5 355 106,5 404 250,3 158,2 14 42 ED11 355 59,4 36 214
Dlight AWL 400x 112 400 12 455 282 169,1 il 32 ED11 400 65,7 4,0 230,8
Dprime AWA 400x120 400 120 455 282 1771 14 42 ED11 400 65,7 4,0 238,8
Dlight AWL 450x125 450 125 505 3173 189,7 1 32 ED11 450 73,6 45 258,8
Dprime AWA 450x135 450 135 505 3173 199,7 19 50 ED11 450 73,6 45 268,8
Dlight AWL 500x140 500 140 566 352,5 210,5 19 50 ED11 500 82 50 287,5
Dprime AWA 500x150 500 150 566 352,5 220,5 19 50 ED11 500 82 50 2975
Dlight AWL 560x160 560 160 636 394,8 238,7 19 50 ED11 560 92 56 325,]
Dprime AWA 560x168 560 168 636 394,8 250,7 24 60 ED11 560 92 56 3371
Dlight AWL 630x180 630 180 716 444,2 274,3 19 50 ED11 630 100 63 368
Dprime AWA 630x189 630 189 716 4442 2833 24 60 ED11 630 100 63 377
Dprime AWA 710x213 710 213 806 500,6 3178 24 60 ED11 710 7 71 4277
Dprime AWA 800x240 800 240 909 564 355,6 28 75 ED11 800 131 8,0 478,6
Dprime AWA 900x270 900 270 1010 634,5 399,2 28 75 ED11 900 148 9,0 538,2
Dprime AWA 1000x300 1000 300 1140 705 428,4 thd 75 ED11 1000 164 10,0 582,4
* Type Dlight AWL can be ordered exclusively from punker LLC.
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COMPRESSOR COOLING

IMPERIAL DIMENSIONS
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Fan wheel dimensions aimensions” For derals ee sheet,51.331-3.01
D2 B2 @DA 2Do B4 @dmin Ddmax h1 u Al
Type* Type
inch inch inch inch inch inch inch inch inch inch
Dprime AWA 315x94,5 12 3,72 14,17 8,74 5,56 0,55 1,65 ED11 315 2,00 0,12 7,43
Dlight AWL 355x100 14 394 1591 9,85 597 0,43 1,26 ED11 355 2,34 014 817
Dprime AWA 355x106,5 14 4,19 15,91 9,85 6,23 0,55 1,65 ED11 355 2,34 0,14 8,43
Dlight AWL 400x112 16 4,41 1791 1,10 6,66 0,43 1,26 ED11 400 2,59 0,16 9,09
Dprime AWA 400x120 16 4,72 1791 1,10 6,97 0,55 1,65 ED11 400 2,59 0,16 9,40
Dlight AWL 450x125 18 4,92 19,88 12,49 7,47 0,43 1,26 ED11 450 2,90 0,18 10,19
Dprime AWA 450x135 18 5,31 19,88 12,49 786 075 1,97 ED11 450 290 018 10,58
Dlight AWL 500x140 20 5,51 22,28 13,88 8,29 0,75 197 ED11 500 3,23 0,20 1,32
Dprime AWA 500x150 20 591 22,28 13,88 8,68 0,75 197 ED11 500 3,23 0,20 n2
Dlight AWL 560x160 22 6,30 25,04 15,54 9,40 0,75 197 ED11 560 3,62 0,22 12,80
Dprime AWA 560x168 22 6,61 25,04 15,54 9,87 0,94 2,36 ED11 560 3,62 0,22 13,27
Dlight AWL 630x180 25 7,09 28,19 17,49 10,80 0,75 1,97 ED11 630 394 0,25 14,49
Dprime AWA 630x189 25 744 28,19 17,49 1,15 094 236 ED11 630 3,94 0,25 14,84
Dprime AWA 710x213 28 8,39 31,73 1971 12,51 094 236 EDT1 710 4,61 0,28 16,84
Dprime AWA 800x240 31 9,45 35,79 22,20 14,00 1,10 295 ED11 800 516 0,31 18,84
Dprime AWA 900x270 35 10,63 39,76 24,98 15,72 1,10 295 ED11 900 5,83 0,35 2119
Dprime AWA 1000x300 39 1,81 44,88 27,76 16,87 tbd 2,95 ED11 1000 6,46 0,39 22,93
* Type Dlight AWL can be ordered exclusively from punker LLC.
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